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X have 3roar letter of October 8* re^rding a conplalnt 
•boat contaslnated water co&ing fron our plant* 

I called Hr* Kerb Pinch last Tuesday* and discussed the 
preblen with hia* Kr* Qoldblatt's property is located South of 
Mlgbway 7 end part of his land is a swamp* Our plant is iiiorth of the 
Mghway* The plant effluent runs under the hisbway and around 
Mr* Coidblatt*s property* 

Mr* Goldtlatt le a land speculator and purchased the 
^operiy about 1930* Since that tlae he has tried to nakc St s dump 
and later into a scrap iron yard* The city stop;>ed hln both tines* 

At various tines during wet years such se 1962* the runoff 
water froa our plant hsa flooded the swampy part of .'r* Cioldblatt*s 
land* The receding waters leave an oil residue which colore the land 
black* iierb Pinch aays it is his understandinp the lane, was colored 
black whea Hr* Ooldblatt purchased it sonetimo around 1930* 

Caring wet years runoff water floods our wooden settling 
basin* stirs up the oil* and washes It downstream from our plant* 
The vlllaQS da'^ps runoff water frcm some of their streets on the cast 
and on the west sices of our plant* The quantity of this runoff is 
considerable* i.r* P« C* Rellly has sugg ested to ̂  r* r.orncr that wa 
divert water being dumped by the village onto plant property* This 
is to be Cone by trenching along the itest property line and then 
Eastwardly along the oouth property line to the cltch where the water 
aow flowa South under the highway* Another trench would be dug along 
the Last property 21ns and would carry runoff water through a nsw 
tile crossing tha Southeast extension of the plant property* and 
thence along tha South property line to wbero the ditch runs under 
the highway* 1 bolleve this work alona nay aolva the probicn of 
flooding our present settling basin and should he done first and the 
results observed* 

If* after this work is completed* our own runoff water 
contlnuea to flood our wooden eettllnq basin* stirs up the oil* and 
washes it downstreaa from our plant* it nay be necessary to build 
a email concrete haein similar to Cleveland's* but built high to 
prevent riooulng like !hywood*s* MSter from the plant would be 
pumped through the eettling baain* A concrete basin should havs 
a lioppar bottcc as tee installation at Cleveland* so heavy oils msy 
be more easily rcmovsd by a sludgs pump* Auaoff wstar should not 
pass through tha settling basin* 
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